Tolerance +0.8mm unless otherwise specified
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Tolérance £0.8mm sauf spécification contraire

(" All knockouts are actual size / Les disques défongables sont grandeur réel)
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No. Revisions Date By/Par )
Change design to incorporate Ari .
1 mounting bracket 31-Aug-04 | Patrick
2 |Revision adjustment 07-Feb-08 | Patrick
3 |Change design to standard style | 29-Feb-08 | Patrick
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SECTION A'A Dessiné Par Patrick Deschenes 10-Sep-13
Material
Matiere See Part List
Color Finish .
Couleur See Part List Fini See Part List
Parts List Description Detail Rev.
Iltem | Qty Part Number Rev Description Material Color Finish
1 | 1 [886SP080OMTU-P | 3 |Inner Panel 14 Ga Galvanized Bright Galvanized 6500 MTU8-- Inner Panel
2 4 |STK-Q-07640 0 |6500 MTU Inner Panel Support Bracket See Part List See Part List |See Part List [Pgrt Number Rev. 1
3 | 4 |STK-Q-07310 2 |Flange Lock Nut M8 Property Class 8 Steel Bright Zinc Plated | Numeéro Piece 3
4 4 |STK-Q-00700 2 [M8 x 12mm Hex Socket Cap Screw (DIN 6912) |Property Class 8.8 Medium Carbon Steel Quenched & Tempered |Bright Zinc Plated BBGSPOSOOMTU 1)

X3 ep JueWajUasuod o] SUes asi|in no JinpoJdal e1j9 Sed }I0p au J8 |9UspuOD S8 UISSap o)




